
Unlock all of the benefits of remote fire system 
monitoring with Ampac’s FireFinderPLUS Nimbus 

Ready Fire Alarm Control Panel. 

This true plug and play solution provides 
complete control and visibility of your fire 

alarm system, wherever you are. 

FireFinderPLUS

Nimbus Ready Fire Alarm Control Panel

For the full range of solutions visit 
the Ampac website www.ampac.net
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No Monthly Fees for the First Year 

1 Year Subscription  Included

No Additional Wiring
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No Additional Setup Time

Out of the Box Solution



FireFinderPLUS 
Nimbus Ready
About FireFinderPLUS

The FireFinderPLUS Addressable Fire    
Alarm Control Panel is a truly modular    
solution, offering flexibility, control    
and visibility to the user. 

With a variety of chassis sizes and    
optional add- ons, the FireFinderPLUS    
can be tailored to suit the      
requirements of your project.

The FireFinderPLUS is compatible with    
the Apollo range of XP95 and     
Discovery Detectors, and is     
configurable as a peer-to-peer     
network up to 99 nodes.

About Nimbus

Nimbus is an innovative remote     
fire alarm management system     
providing control and monitoring    
wherever you are.

Nimbus is the ideal tool for     
building owners, facility property    
managers, and fire alarm service     
and maintenance providers who     
need to receive live event      
notifications from their connected    
fire alarm systems. 

Benefits of Nimbus include:

• Access infinite data from anywhere

• Digital logbook of all events

• Instant fire system event notifications

• Automatic capture of testing

• Reduce wasted time and money    
from unconfirmed fire events

• Stay compliant with automated testing   
and service notifications For more information on Ampac’s range of fire 

detection and evacuation solutions visit www.
ampac.net

Technical Information:

Number of Detection 
Loops 1 - 8 Fully Expandable

Detection Protocol Apollo XP95 & Discovery

Devices Per Loop 126

Number of Zones 1999 Programmable Zones

Outputs (Programmable) 4 x 24 V DC @ 1A Max, 10K 
EOL

Relay Outputs 
(Programmable) 5 x Voltage Free 24 V DC @ 1A

Power Supply 5A, 14A or 22A

Dimmensions
SP1M
SP1X
SP8X
SP16X

H 500 x W 405 x D 150 mm
H 500 x W 405 x D 150 mm
H 845 x W 518.5 x D 173 mm
H 1200 x W 625 x D 240 MM


